
Turbo Cooking Range / Turbo Stir-Frying Cooking Range
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Turbo Cooking Range /

Stir-Frying Cooking Range

No. of Main Burner

No. of Stock Pot Burner

No. of Rear Burner

No. of Rear Pot

Standard (1250mm Depth)

StyleGuangdong

Shanghai Style

Large Wok Range

RangeChop Suey

Main Burner (56kW Each)
For Stir-Frying

Stock Pot Burner (14kW Each)
For Soup Broth

Rear Burner (5kW Each)
For Pot Dishes

Rear Pot ( Flue-heated)
For Water Storage

Model Guide
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w ith a user-friendly design and the

powerful burners, Sharp Arrow Turbo

Cooking Range and Turbo Stir-Frying

Cooking Range will definitely meet all

chefs’ requirements.

H



Specifications

TURBO COOKING RANGE - StyleGuangdong

ACR-1001-BG

ACR-2002-BG

TURBO COOKING RANGE - StyleShanghai

ACR-1011-BS

ACR-2022-BS

TURBO COOKING RANGE - RangeLarge Wok

ACR-1000-BB

ACR-2000-BB

TURBO STIR-FRYING COOKING RANGE - StyleChop Suey

ACR-1000-H

ACR-2000-H

1200 x 1250 x (810+360)

2200 x 1250 x (810+360)

1200 x 1250 x (810+360)

2400 x 1250 x (810+360)

1200 x 1250 x (810+360)

2200 x 1250 x (810+360)

760 x 900 x (810+360)

1500 x 900 x (810+360)

1
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2

1

2

1
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0
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0
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Model
Dimension (mm)

W x D x H
kW

Water

Inlet (mm)

Drainage

(mm)

56

112

61

122

56

112

28

56

DN15

DN15

DN15

DN15

DN15

DN15

DN15

DN15

Fuel Pipe (mm)

TG     NG     LPG

DN40

DN40

DN40

DN40

DN40

DN40

DN40

DN40

DN20

DN40

DN20

DN40

DN20

DN40

DN20

DN25

DN20

DN40

DN20

DN40

DN20

DN40

DN20

DN25

DN25

DN40

DN25

DN40

DN25

DN40

DN20

DN25

18" - 24"

18" - 24"

16" - 20"

16" - 20"

32" (Built-in)

32" (Built-in)

14" - 16"

14" - 16"

Wok Size

Capacity
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CAD Drawings

ACR-1001-BG ACR-2002-BG ACR-1011-BS ACR-2022-BS

*Other CAD drawings are available upon request

ACR-1000-BB ACR-2000-BB ACR-1000-H ACR-2000-H

*All specifications are subject to change without prior notice



Environmental Cooking Range/ Chop Suey Range
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Environmental Cooking Range /

Chop Suey Cooking Range

No. of Main Burner

No. of Stock Pot Burner

No. of Rear Burner

No. of Rear Pot

Standard (1250mm Depth)

Compact (1050mm Depth)

Open Kitchen (1050mm Depth)

For  Guangdong and Shanghai Style only

Guangdong Style

Shanghai Style

Large Wok Range

StyleChiu Chow

StyleBanquet

RangeChop Suey

Main Burner (42kW/ 48kW Each)
For Stir-Frying

Stock Pot Burner (14kW Each)
For Soup Broth

Rear Burner (5kW Each)
For Pot Dishes

Rear Pot (Flue-heated)
For Water Storage

Model Guide
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w ith a user-friendly design and the

powerful burners, Sharp Arrow

Environmental Cooking Range and Chop

Suey Range will definitely meet all

chefs’ requirements.

M

H

C

*Front of House profile:

1050mm Depth, 100mmH Back splash, Deck mounted faucet



Specifications

*All specifications are subject to change without prior notice

ENVIRONMENTAL COOKING RANGE - Style  (Complied with 4"/ 5" pre-mix burner)Guangdong

AER-1001-BG

AER-1001-CG

AER-1001-BM

AER-2002-BG

AER-2002-CG

AER-2002-BM

1200 x 1250 x (810+360)

1200 x 1050 x (810+360)

1200 x 1250 x (810+360)

2200 x 1250 x (810+360)

2200 x 1050 x (810+360)

2200 x 1250 x (810+360)

1

1

1

2

2

2

0

0

0

0

0

0

0

0

0

0

0

0

1

1

1

2

2

2

Model
Dimension (mm)

W x D x H
kW

Water

Inlet (mm)

Drainage

(mm)

42

42

48

84

DN15

DN15

DN15

DN15

DN15

DN15

Fuel Pipe (mm)

TG     NG     LPG

DN40

DN40

DN40

DN40

DN40

DN40

DN25

DN25

DN25

DN40

DN40 DN40 DN40     84

DN40 DN40 DN40     96

DN20

DN20

DN20

DN40

DN20

DN20

DN20

DN40

18" - 24"

18" - 22"

24" - 28"

18" - 24"

18" - 22"

24" - 28"

Wok Size

Capacity

ENVIRONMENTAL COOKING RANGE - StyleShanghai

AER-1011-BS

AER-1011-CS

AER-2022-BS

AER-2012-CS

ENVIRONMENTAL COOKING RANGE - StyleChiu Chow

AER-2012-BC

ENVIRONMENTAL COOKING RANGE - StyleChop Suey

AER-1000-H

AER-2000-H

ENVIRONMENTAL COOKING RANGE - StyleLarge Wok

AER-1000-BB

AER-2000-BB

ENVIRONMENTAL COOKING RANGE - StyleOpen Kitchen Type - Guangdong

AER-1001-DG

AER-2002-DG

ENVIRONMENTAL COOKING RANGE - StyleOpen Kitchen Type - Shanghai

AER-1011-DS

AER-2012-DS

CAD Drawings

AER-1001-BG AER-2002-BG AER-1011-BS AER-2022-BS

*Other CAD drawings are available upon request

AER-1000-BB AER-2000-BB AER-1000 AER-2000

YPT-1706-0001

1400 x 1250 x (810+360)

1400 x 1050 x (810+360)

2400 x 1250 x (810+360)

2400 x 1050 x (810+360)

DN25 DN20 DN20     47

DN25 DN20 DN20     47

DN40 DN40 DN40     94

DN40 DN40 DN40     89

DN15

DN15

DN15

DN15

DN40

DN40

DN40

DN40

1

1

2

2

0

0

0

0

1

1

2

1

1

1

2

2

15" - 17"

15" - 17"

15" - 17"

15" - 17"

2500 x 1250 x (810+360) DN25 DN20 DN20     98 DN15 DN40 2 18" - 24"12 0

760 x 900 x (810+360)
1500 x 900 x (810+360)

DN20 DN20 DN20     32

DN25 DN25 DN25     64

DN15
DN15

DN40
DN40

14" - 16"
14" - 16"

1
2

0
0

0
0

0
0

1200 x 1250 x (810+360)

2200 x 1250 x (810+360)

DN25 DN20 DN20     48
DN40 DN40 DN40     96

DN15
DN15

DN40
DN40

1
2

0
0

0

0
0
0

18" - 22"

18" - 22"

15" - 17"
15" - 17"

1200 x 1050 x (810+100)

2200 x 1050 x (810+100)

DN25 DN20 DN20     42
DN40 DN40 DN40     84

DN15
DN15

DN40
DN40

1 0 0 1

2 0 0 2

1400 x 1050 x (810+100)

2200 x 1050 x (810+100)

DN25 DN20 DN20     47

DN40 DN40 DN40     89

DN15 DN40
DN15 DN40

1 0 1 1

2 0 1 2

32" (Built-in)
32" (Built-in)



CAD Drawings

ACS-2

*Other CAD drawings are available upon request

Environmental Steamer( Dim Sum Steamer and Rice Roll Steamer)

Model Guide
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-

ACS
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1-2

:

:

:

Environmental Dim Sum Steamer

Environmental Rice Roll Steamer

No. of Steamer
1

2

1 2

ACS

ARS

Specifications

*All specifications are subject to change without prior notice

Environmental Dim Sum / Rice Roll Steamer

ACS-1

ACS-2

ARS-2

900 x 1050 x (810+360)

1500 x 1050 x (810+360)

1200 x 1050 x (810+360)

Model
Dimension (mm)

W x D x H

Water Inlet

(mm)

Drainage

(mm)

42

56

42

DN15

DN15

DN15

Fuel Pipe (mm)

TG NG LPG

DN40

DN40

DN40

DN25

DN25

DN25

DN20

DN20

DN00

DN20

DN20

DN20

kW

Sharp Arrow Dim Sum Steamer and Rice Roll

Steamer are the most important steaming

equipment for mass production of Chinese

dim sum and steamed food.



CAD Drawings

ASC-3H

*Other CAD drawings are available upon request

Environmental Steam Cabinet

Model Guide
Index
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ASC

1-3

V/H/B

X

R

:

:
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:

:

Environmental Steam Cabinet

No. of Door / No. of Steamer

Door Arrangement

(Horizontal / Vertical / Butterfly Open)

Extra-large Chamber

Roll-in

1

2

3

V

H

X

B

R

1 2 3

ASC

*All specifications are subject to change without prior notice

Environmental Steam Cabinet

ASC-1V

ASC-2B

ASC-2H

ASC-3H

ASC-3X

ASC-1R

800 x 880 x 1800

1150 x 880 x 1800

900 x 880 x 1765

900 x 880 x 1900

1200 x 880 x 1900

1250 x 880 x 1800

Model
Dimension (mm)

W x D x H

Water Inlet

(mm)

Drainage

(mm)

42

56

42

42

56

50

DN15

DN15

DN15

DN15

DN15

DN15

Fuel Pipe (mm)

TG NG LPG

DN40

DN40

DN40

DN40

DN40

DN40

DN25

DN25

DN25

DN25

DN25

DN25

DN20

DN20

DN20

DN20

DN20

DN20

DN20

DN20

DN20

DN20

DN20

DN20

kW

Specifications

Sharp Arrow Environmental Steam Cabinets are

essential in all types of kitchens for cooking

seafood, rice, meat, vegetables.
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ADR-8-S

*Other CAD drawings are available upon request

Specifications

CAD Drawings

harp Arrow Duck Roaster integrate the idea of

traditional cooking method with the latest

technology ,which keeps the original taste of the

food in contemporary cooking.

*All specifications are subject to change without prior notice

Duck Roaster

ADR-8-S

ADR-9-S

ADR-8-D

ADR-9-D

Dia 810 x 1400

Dia 910 x 1500

Dia 810 x 1400

Dia 910 x 1500

Single

Single

Double

Double

Model
Dimension (mm)

Dia x H
kW

16

16

16

16

Fuel Pipe (mm)

TG         NG        LPG

DN20

DN20

DN20

DN20

DN20

DN20

DN20

DN20

DN20

DN20

DN20

DN20

Duck

Capacity

6-7

8-9

6-7

8-9

Layer

Duck Roaster

Model Guide

8-9

1 2 3

Index

1

2

3

-

-

-

ADR

8-9

S

D

:

:

:

:

Duck Roaster

Capacity

Single Layer Version

Double Insulated Version

S/DADR

S



APR-096WS

Specifications

*All specifications are subject to change without prior notice

Pig Roaster

APR-096WS 620 x 900 x 600

Model
Dimension (mm)

W x D x H
kW

36

Fuel Pipe (mm)

TG         NG        LPG

DN25 DN25 DN25

CAD Drawings

harp Arrow Pig Roaster is designed with a diffuser

which provides an even radiant heat distribution. It is the

perfect equipment for cooking roasted pigs effectively

and efficiently.

Pig Roaster

Model Guide

1

2

-

-

APR

096WS

:

:

Pig Roaster

900mm Depth

096WS

1 2

APR

Index

S
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ASP-214-H

Stock Pot Stove

Model Guide

ASP 1-2

1 2 3 4
Index

1

2

3

4

-

-

-

-

ASP

1-2

8-14

H

V

:

:

:

:

:

:

Stock Pot Stove

No. of Burner

Burner Type

*(single/double ring)

Horizontal

Vertical

*Single: 8" single ring burner, 14kW Each

*Double: 14" double ring burner, 24kW Each

8/14 H/V

Specifications

*All specifications are subject to change without prior notice

Stock Pot Stove

ASP-108-H

ASP-114-H

ASP-208-H

ASP-214-H

ASP-208-V

ASP-214-V

1

1

2

2

2

2

Single

Double

Single

Double

Single

Double

Model
Dimension (mm)

W x D x H
kW

14

24

28

48

28

48

Fuel Pipe (mm)

TG         NG        LPG

DN25

DN25

DN25

DN25

DN25

DN25

DN25

DN25

DN25

DN25

DN25

DN25

DN25

DN25

DN25

DN25

DN25

DN25

Burner

Position

Horizon

Horizon

Horizon

Horizon

Vertical

Vertical

550 x 650 x (500+200)

600 x 760 x (500 +200)

1100 x 650 x (500+200)

1200 x 760 x (500+200)

650 x 1100 x (500+200)

760 x 1200 x (500+200)

CAD Drawings

*Other CAD drawings are available upon request

w ith the design of the front control panel , Sharp

Arrow Stock Pot Stove are easy to use.

Ideal for all kinds of stock preparation.



AOF-6-D

Open Flame Range

Sharp Arrow Open Flame Ranges are constructed

with AISI304 Stainless Steel for high durability and

hygiene.

Model Guide

AOF 4-6

1 2 3 Index

1

2

3

-

-

-

AOF

4-6

B

D

:

:

:

:

Open Flame Range

No. of Burner

5" Single Ring Burner

(5kW Each)

7" Double Ring Burner

(7kW Each)

B/D

Specifications

CAD Drawings

*Other CAD drawings are available upon request

*All specifications are subject to change without prior notice

Open Flame Range

AOF-4-B

AOF-6-B

AOF-4-D

AOF-6-D

900 x 760 x (810+150)

900 x 900 x (810+150)

900 x 760 x (810 +150)

1200 x 900 x (810+150)

4

6

4

6

Single

Single

Double

Double

Model
Dimension (mm)

W x D x H
kW

20

30

28

42

Fuel Pipe (mm)

TG         NG        LPG

DN25

DN25

DN25

DN25

DN25

DN25

DN25

DN25

DN25

DN25

DN25

DN25
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