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V E N T W A S H 2 O
H O O D  S Y S T E M S
All Round Solutions For 
Kitchen Ventilation 

We offer different types of hood to match the heating extraction and 
nature of kitchen equipment.

V E N T WA S H 2O
Ventilation 

Hood Systems

Principle

Standard Construction

Models

Options

Oil removal efficiency up to 91% against µ2.5 molecule (Tested as per CMA standard: 

AP0015661(8)

Double layer UPG extractor, high efficiency filtration of molecules >µ5 

Air Slot to trap the smoke inside the hood area

Inter-lock link up design and real time monitoring system for reliability and lifespan control

UVEC (Entry Level)

UVES

UVWE

UVWS

UPE Double layers of Ultra Performance Extractor

UV-C Oxidation

UPE Double layers of Ultra Performance Extractor

UV-C oxidation

Front face air supply discharge plenum

UPE Double layers of Ultra Performance Extractor

UV-C oxidation

Water wash clean-in-place technologies

UPE Double layers of Ultra Performance Extractor

UV-C oxidation

Front face air supply discharge plenum

Water wash clean-in-place technologies

Shape: Canopy Type / Box Type / Custom

Hanging Method: Island Type / Wall mounted / Single Side

High Temperature resistance UV Tube for char broiler / roasters

Ansul Prepiping and fusuble link pre-cutting service

LED Spot lighting

Remote pumping system for show kitchen

Oil and odor are breakdown into harmless molecule through UV-C oxidation process, achieve 

environmental friendly results, Minimize potential fire hazard as well as massive cost-saving for 

cleaning up and duct maintenance.
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UV Hood / UV Ceiling Hood

UVC-100UVW-100/
200/300/400
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V E N T WA S H 2O
Ventilation 

Hood Systems

Principle

Standard Construction

Options

Oil removal efficiency up to 52% against µ10 molecule

Odor removeal efficency up to 45%

Equip with water spraying tube and baffle fan

Control box with recycling pump for water mist in either wall-mounted / free-standing 

against hood length

Shape: Canopy Type / Box Type / Custom

Hanging Method: Island Type / Wall mounted / Single Side

Front face air supply discharge plenum model

Ansul Prepiping and fusuble link pre-cutting service

LED Spot lighting

Remote pumping system for show kitchen

It is a recycling system which transform the mixture of water and detergent before spraying out 

in the hood. When oily fume pass through the mist, grease and odor particles will be dissolved 

in the water mixture as well. in the water mixture as well. All the mist will be recollected by the 

baffle fan inside the hood and recycle into the system. 
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VW1001W-05S VW2041B-06S / VW2042B-12S /
VW4041B-12S / VW4042B-20S

V E N T WA S H 2O
Ventilation 

Hood Systems

Water Mist HoodHydro-Washing Hood / Grease Filter Hood

Principle

Standard Construction

Options

High effeciecy stainless steel baffle filter 

Full stainless steel contruction

Hanging Method: Island Type / Wall mounted / Single Side

Front face air supply discharge plenum model

Ansul Prepiping and fusuble link pre-cutting service

LED Spot lighting

Remote pumping system for show kitchen

A common hood design which using baffle filter for grease removal. Grease particles 

is separating from air by impact and centripetal force. It is the most traditional and 

economic way for oily fume treatment.
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